
 

  
 

 

 

BABIES UNDER 1 YEAR OLD AND 20 POUNDS 

MUST USE A REAR FACING CAR SEAT 
 

 

 
 The seat should be installed at a 30 to 45 degree angle 

 

 If the position of the seat is at an upright angle, the child’s head 

may tip forward and obstruct breathing 
 

 

 

 

 

 

 

 

The head should be 
at least one inch 

below the top of the 

car seat shell 
The straps are snug 
and you cannot pinch 

the strap material 

The harness straps 
at or below the 

shoulders and not 

twisted 
The harness 
chest clip is level 

with the armpits 

Once installed the car 
seat should not move 

more than one inch 

when pulled side to 

side at the belt path 

Contact the Certified Passenger Safety Technicians at Dodge County Human Services and Health 

Department – Public Health Unit for any questions at (920)386-7670 
 



 

 

 

 
 

 

 

 
 

 

 

 

 
 

 American Academy of Pediatrics recommends that children 

stay rear facing until 2 years of age or to the highest weight 

allowed by the manufacturer of the seat. 
 

 
 

 

 

 

 
 

The head should be 
at least one inch 

below the top of the 

car seat shell 

The straps are snug 
and you cannot pinch 

the strap material 

The harness straps 
at or below the 

shoulders and not 

twisted 

The harness 
chest clip is level 

with the armpits 

Once installed the car 
seat should not move 

more than one inch 

when pulled side to 

side at the belt path 

For rear-facing 
convertible seats be sure 

the seat belt or lower 

latch straps are in the 

correct belt path 

Contact the Certified Passenger Safety Technicians at Dodge County Human Services and 

Health Department – Public Health Unit for any questions at (920)386-7670 
 



 

  
 

 

 

 

 

 
 

 

 

 

 

 Use the top tether strap (refer to car manual for proper 

placement) 

 

 If combined weight of the seat and child reaches 65 

pounds or greater the seat should be installed using the 

seatbelt and not the lower anchors 
 

 

 

 

 
 

Mid-point of the 
back of the head is 

not above the top of 

the plastic shell 
The straps are snug 
and you cannot pinch 

the strap material 

The harness straps 
at or above the 

shoulders and not 

twisted 
The harness 
chest clip is level 

with the armpits 

Once installed the car 
seat should not move 

more than one inch 

when pulled side to 

side at the belt path 

Contact the Certified Passenger Safety Technicians at Dodge County Human Services and Health 

Department – Public Health Unit for any questions at (920)386-7670 
 



 

 
 

 
 

 
 

Child must be at least 4 years old and 40 pounds 
 

 

 
 

 
 

 

 

 

 

 

Use a booster seat until one of the following: 
 

1. 8 years old or 

2. 80 pounds or 

3. 4 foot 9 inches tall 
 

 

 

 

 

 

 

 
 

The top of the 
child’s ears are 

below the top of the 

vehicle headrest 
The shoulder strap is 
snug across the chest 

The lap belt is 
snug across the 

upper thigh 
Always use the lap 
and shoulder belt 

with booster seats 

Contact the Certified Passenger Safety Technicians at Dodge County Human Services and Health 

Department – Public Health Unit for any questions at (920)386-7670 
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